
DK420 Rhino-Rack VA & HD Crossbar Instruction

 Document No. R664                                                                                                          Issue 3: 20 November 2020 Page 1 of 1

FRONT CROSSBAR REAR CROSSBAR

Vehicle Date Crossbar Front 
Right Pad

Front 
Left Pad

M6 Stud 
length
(mm)

M6 Screw 
length
(mm)

Measurement 
strip length per 

side 

Measurement 
Distance 

( x )

Rear 
Right 
Pad

Rear 
Leftt 
Pad

M6 Stud 
length
(mm)

M6 
Screw 
length
(mm)

Measurement 
strip length per 

side 

Measurement 
Distance 

( x )

Nissan 
X-Trail T32 14- 1180mm M473 M473 30 45 157mm

882mm / 
34,47/64”

M473 M473 30 45 140mm
848mm / 
33,25/64”

Load Rating: The roof rack is rated to 75kg/165lbs. Please refer to manufacturers handbook for your vehicles maximum roof load capacity. Always use the lower of the two figures.

If your vehicle is not listed on this fitting instruction please refer to your countries Rhino-Rack web site for the latest information.

HD CrossbarVA Crossbar

CROSSBAR IDENTIFICATION

Note: Either front 
or rear threads can 
be used in mounting 
points. Using the same 
holes front and rear 
creates a bar spacing 
of 700mm, 
alternating these 
creates a spacing of 
750mm.


